
The Alu Side Drain is a high quality extruded aluminum 
profile with integrally designed slot drain and drainage 
channel. 

The Alu Side Drain comes fitted with a pre-assembled 
‘MPP-click system.’ This feature not only allows for auto-
matic alignment during installation, but is also waterproof 
and extremely fast.

83 mm 133 mm
HEIGHT

Weight (kg) Product no.

1.607 22884

3.125 22883

6.250 22885

Weight (kg) Product no.

2.060 21568

4.120 21569

8.240 21570

Length (mm)

500

1000

2000

ALU SIDE DRAIN & ACCESSORIES
Heights:  83 - 133 mm
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Properties
• Extruded aluminum profile design asa single unit with

continuous 10x25mm lengthwise inlet slots.

• The aluminum profile is provided with a ‘complete’
15 µm anodised layer which makes the profile durable and
corrosion-resistant.

• Application: outdoor use for garage doors, terraces, drive-
ways and around ponds or swimming pools.

• Suitable for tiles, paving stones must be shortened.

• The standard pre-mounted ‘outliner’ ensures perfect
alignment and a quick, waterproof assembly.

• Custom solutions available in both the visible design as
well as the length.



Properties
•	Accessories: set of lifting keys 

•	Horizontal + vertical: easy cleaning of connection for the 
water discharge is also provided.

	These accessories are also available in anthracite. 

INSPECTION COVERS

Properties
•	 Extruded aluminum internal (A) and external corner (B)

•	 Connection with continuous 10x25mm lengthwise inlet 
slots.

	These accessories are also available in anthracite.. 

CORNERS

A B

80 mm 130 mm 80 mm 130 mm
HEIGHT HEIGHT

Weight (kg) Prod. no.

1.400 22892

1.400 29083

Weight (kg) Prod. no.

1.400 23019

1.400 29081

Weight (kg) Prod. no.

1.400 23016

1.400 29082

Weight (kg) Prod. no.

1.920 21572

1.920 29064

Weight
(kg)

Prod. no.

3.125 22886

3.125 29088

Weight
(kg)

Prod. no.

3.125 22887

3.125 29089

Gewicht
(kg)

Prod. no.

3.125 21579

3.125 29058

Gewicht
(kg)

Prod. no.

3.125 21580

3.125 29059

Weight (kg) Prod. no.

1.920 21573

1.920 29066

Weight (kg) Prod. no.

23016 21574

23016 29065

Lengte (mm)

250

Antraciet

Length 
(mm)

Installation
hoogte (mm)

500/500 130

Antraciet 130

Length
in L (mm)

Installation
hoogte (mm)

500/500 130

Antraciet 130

Length (mm)

250

Antraciet

Length (mm)

250

Antraciet

STANDARD INTERNAL CORNER

EXTERNAL CORNER
HORIZONTAL DISCHARGE

VERTICAL DISCHARGE

80
40
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80

14
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80

14
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Properties
•	The Side-Drain comes standard with the required con-

nectors.

•	We offer the possibility to purchase these separately. 

	These accessories are also available in anthracite.

5040

Properties
•	Closed end pieces designed to provide the Side-Drain 

with a waterproof seal on the right and left sides.

•	Application: easy to assemble to the Side-Drain and on 
all Side-Drain type inspection covers. 

	These accessories are also available in anthracite.

83 mm

44 mm

133 mm
HEIGHT

HEIGHT

Weight 
(kg)

Prod. no.

0.125 22891

0.125 22890

0.140 22889

0.140 22888

0.125 29084

0.125 29085

0.140 29086

0.140 29087

Weight 
(kg)

Prod. no.

0.145 21576

0.145 21575

0.160 21577

0.160 21578

0.125 29063

0.125 29062

0.140 29061

0.140 29060

Weight (kg) Product no.

0.115 21571

0.115 29067

Type

Closed right

Closed left

Right Ø 50

Right Ø 50

Antracite

Closed right

Closed left

Right Ø 50

Right Ø 50

Length (mm)

110

Antracite

END PIECES

CONNECTORS

END PIECES CONNECTORS
83 83

44
21,9 21,9

110 110

110




